Crosswalk Pedestal

CP6ACT4840TCSS
Complete crosswalk pedestal with cable tether
Control Switch not included.

BUILD CATALOG NUMBER FROM BELOW ASSEMBLIES
Assembly Nos. include castings and/or all hardware.

- Crosswalk Pedestal Base w/ 6" Bolt Circle, Cover & Anchors
- Optional Cable Tether CT (or leave blank)
- 48" Schedule 40 Aluminum Pipe
- Top Cap w/ Set Screws CP6A

* Cover may be ordered with custom logo or design.

NOTE: All castings are anodized. Apply anti-seize lubricant to all threaded surfaces.

See Drawing 14.1.0 for using Saddle Adapters with traffic signal pedestrian poles with large bases.

Part No. INX-4 1/2" Insert Nut to mount control switch. SEE DWG. 8.2.0 FOR HOLE TEMPLATES.

Part No. 11PB Pedestal Base casting
* Part No. 11PBC Blank Cover casting

Cover may be customized with logo or design.

CP6A - CROSSWALK PEDESTAL BASE ASSEMBLY INCLUDED PARTS:
(1) L1PB ANODIZED ALUMINUM BASE (1) 25GL 14-4 CU GROUND LUG BOLT
(1) L1PBC ANODIZED BLANK ALUMINUM BASE COVER (2) 3/4" SS SET SCREWS OR SEE TETHER OPTION
(2) 3/4" SS COVER BOLT AND LOCK WASHER
(1) 25ABPK ANCHOR BOLT KIT (4) 3/4"X7 1/2" SS FT BOLTS, 3/4" FLAT WASHERS & NUTS
(EPOXY & ANY REQUIRED LEVELING SHIMS BY INSTALLER)
* Cover may be ordered with custom logo or design.

4840 - ALUMINUM PIPE ASSEMBLY INCLUDED PARTS:
(1) 48" SCHEDULE 40 ANODIZED ALUMINUM PIPE ONE END THREADED
(2) INX-4 1/2" INSERT NUTS FOR 4" SCHEDULE 40 PIPE

TCSS - TOP CAP ASSEMBLY INCLUDED PARTS:
(1) TOP CAP ANODIZED ALUMINUM CASTING
(3) 3/4" SS SET SCREW

OPTIONAL - CT CABLE TETHER KIT ASSEMBLY INCLUDED PARTS:
(1) 9/16" BOLT
(1) 9/16" LOCK NUT
(1) 18" WIRE CABLE (2) CABLE CLIPS
(2) 3/4" FLAT WASHER (1) 3/4" JAMB NUT.

NOTE: All references to Part Nos. are for single Parts only, not Assemblies.
FIELD PLACE SWITCH TEMPLATE SO PUSHBUTTON IS 42" ABOVE GRADE, OR AS OTHERWISE SPECIFIED.

NOTE: SCHEDULE 40 PIPE REQUIRES ¼" INSERT NUTS SET INTO PIPE. SCHEDULE 80 PIPE MAY BE DRILLED AND TAPPED FOR ¼" - 20 BOLT.
TOP PLAN VIEW

BOTTOM VIEW

RISER VIEW

SEE DRAWING 8.2.0 FOR TEMPLATES TO MOUNT CAMPBELL OR POLARA SWITCHES.

11SA SUPPLIED HARDWARE:
(1) 11SA ALUMINUM CASTING
(2) 1/8" X 4" COUNTERSUNK HEAD BOLTS
(2) 1/8" INSERT NUTS FOR SCHEDULE 40 PIPE
(1) 1/8" INSULATION SLEEVE

(1) 1/8" X 5/8" HEX HEAD BOLTS
(2) 1/8" INSERT NUTS FOR SCHEDULE 40 PIPE
(2) 1/8" FLAT WASHERS
(2) 1/8" LOCK WASHERS
(1) 1/8" INSULATION SLEEVE

FREY
MANUFACTURING CORPORATION
13150 STEWART AVE., NORWOOD, MN 55388
VOICE/FAX: 952-467-4402

11SA 2.5" SADDLE ADAPTER
To adapt a round or polygon surface to a flat surface and extend a device 2.5".

11SA 2 1/2" SADDLE ADAPTER
2SSAC 2 1/2" SADDLE ADAPTER - Campbell
2SSAP 2 1/2" SADDLE ADAPTER - Polara

Patent Pending

MoboTrex.com

109 W. 55th Street • Davenport, IA • 52806