
Advanced Lens Adjustment Module (LAM) 
Universal setup tool for any Vantage® camera

Ruggedized for harsh field environments

The Advanced LAM is an updated camera lens adjustment tool used to 

adjust Iteris’ video detection camera’s field-of-view and focus.  The electronic 

components are enclosed in a hardened case for ease of handling and provide 

greater protection to the LCD monitor.  

The Advanced LAM is compatible with all legacy and new video detection 

cameras produced by Iteris that utilize Edge processors.  Its form factor and 

ergonomics are well suited for day-to-day  handling by field technicians and can 

withstand the rigors of extreme temperature and weather conditions.

This all-in-one lens adjustment module is an invaluable tool for all field technicians 

that install, service, and maintain Iteris video detection systems.

Benefits of the Advanced 
Lens Adjustment Module (LAM)

35% smaller and 10% lighter than 

the original LAM

Compatible with all legacy and 

new video detection cameras 

produced by Iteris

Its simple-to-use interface improves 

productivity



Copyright © 2016 Iteris, Inc. All rights reserved.

NOTICE: Iteris, Inc. reserves the right to change product specifications 

without notice. Information furnished is for informational purposes only. 

This information may not be complete or the latest revision. For the most 

up-to- date information, please contact Iteris, Inc.

Advanced Lens 
Adjustment Module 
(LAM) 
Universal setup tool for any 
Vantage® camera

A
u

g
u

st
 2

0
16

 R
e

v1

SPECIFICATIONS

Size  11.7” x 8.4” x 3.8” (29.7cm x 21.3cm x 9.7cm)

Weight  5.3 lbs (2.40kg) (with monitor)

  4.5 lbs (2.05kg) (without monitor)

Power  120/240 VAC, 50/60 Hz

  Auto-sensing

Environmental   Waterproof, crush proof, dust proof, IP67 rated

Temperature -31oF to +165oF (-35oC to +74oC)

Video  NTSC/PAL auto-sensing

Monitor  7” TFT active matrix

  16:9 widescreen format

  1440 x 234 pixels

  Reverse imaging capable

  Brightness/contrast/color/tint adjustments

Warranty  3 years limited warranty

More benefits

• Built-in communication-over-coax functionality

• NTSC / PAL video standard auto-sensing

• 120/240 VAC, 50/60 Hz capable

• Easier to pack away for transport in your luggage or vehicle

• IP-67 rated enclosure


